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PLASTIC SILO 

SPECIFICATIONS 

 

 

 

 

 

 

 

 

VOLUME 500 LITERS – 500 KILOGRAMS  

MATERIAL 
FOOD GRADE INERT AND UV STABILISED 

POLYETHYLENE (LLDPE) 

HEIGHT WITH LID 1210MM TO 1240MM 

HEIGHT WITHOUT LID 1162MM TO 1170MM 

TOP DIAMETER 725MM TO 740MM 

BOTTOM DIAMETER 640MM 

WEIGHT SILO BASE 11.6KGS TO 12KGS 

OUTLET LOCATION 40MM FROM BOTTOM OF SILO 

OUTLET DIAMETER 100MM 

THICKNESS 2.5 - 4.0MM 

NECK DEPTH INTO LID 20MM 

COLOUR PANTONE BLUE 

OUTLET MOC PVC 

LABEL GRAIN SILO AND VOLUME 

MATERIAL HDPE 

TOP LID FITTED FITTED WITH A RUBBER SEAL 

COLOR PANTONE BLUE 

LID DIAMETER 780MM TO 800MM 

WEIGHT OF LID 1.7 TO 1.8KG 

THICKNESS 3.5 TO 4.0MM 

SEAL SEAT DEPTH 20MM 

MATERIAL JOINT FREE RUBBER 

THICKNESS 12 BY 13 BY 15TO 15 MM ±1 TAPPERED 

LENGTH 2270 TO 2290MM  

COLOR BLACK/GREY 

MATERIAL GALVINISED IRON (GI) 

DIAMETER 780-820MM 

WEIGHT 0.75-0.85KG 
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